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1
LAMINATED BATTERY AND
MANUFACTURING METHOD THEREOF

TECHNICAL FIELD

This invention relates to a laminated battery and a manu-
facturing method thereof.

BACKGROUND ART

JP2006-210312A, published by the Japan Patent Office in
2006, discloses a battery pack formed by laminating a plural-
ity of flat cells, each formed by sealing a power generating
element with a covering material and a leading plate-shaped
electrode tab to the outside from the covering material, and
electrically connecting the electrode tabs of the respective flat
cells to each other.

SUMMARY OF THE INVENTION

In this conventional battery pack, the electrode tab and an
output terminal of the plate-shaped battery pack are over-
lapped and sandwiched by a pair of insulating plates. When
power is input and output to and from the battery pack, a
connecting member is connected to the output terminal by
screwing or the like. As a result, external forces such as rotary
torque generating during the screwing and vehicle vibration
may be exerted on the output terminal such that stress con-
centrates in a joint portion between the electrode tab and the
output terminal.

It is therefore an object of this invention to suppress stress
concentration in a joint portion between an electrode tab and
an output terminal.

To achieve this object, this invention is a laminated battery
formed by laminating a plurality of flat cells each having an
electrode tab, including: an insulating member disposed to
prevent a short-circuit in the electrode tab; and a terminal
connected to the electrode tab, wherein a tip end side of the
terminal is supported by a support member provided on the
insulating member.

Details of this invention as well as other features and
advantages are set forth in the following description of the
specification and illustrated in the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG.11s a perspective view of a unit cell according to a first
embodiment of this invention.

FIG. 2 is a perspective view of a laminated battery accord-
ing to the first embodiment of this invention, in which four
unit cells are laminated.

FIG. 3 is an exploded perspective view of the laminated
battery.

FIG. 4 is an exploded perspective view of a positive elec-
trode terminal and a positive electrode terminal support mem-
ber.

FIG. 5 is a perspective view of the positive electrode ter-
minal to which the positive electrode terminal support mem-
ber is attached.

FIG. 6 is a perspective view of a battery module according
to the first embodiment of this invention, which is formed by
housing the laminated battery in the interior of a battery case.

FIG.7is an exploded perspective view showing an enlarge-
ment of the positive electrode terminal part of the laminated
battery.

FIG. 8 is a VIII-VIII sectional view of FIG. 7.
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FIG. 9 is a view illustrating a method of attaching the
positive electrode terminal support member.

FIG. 10 is an exploded perspective view showing an
enlargement of a positive electrode terminal part of a lami-
nated battery according to a second embodiment of this
invention.

FIG. 11 is an XI-XI sectional view of FIG. 10.

FIG. 12 is a sectional view showing a constitution for
holding a positive electrode terminal support member accord-
ing to a third embodiment of this invention.

FIG. 13 is a sectional view showing a constitution for
holding a positive electrode terminal support member accord-
ing to a fourth embodiment of this invention.

FIG. 14 is a latitudinal sectional view of the main parts of
a laminated battery, illustrating stress concentration occur-
ring when a terminal is not supported fixedly by a terminal
support member.

BEST MODES FOR CARRYING OUT THE
INVENTION

FIG. 1 is a perspective view of a unit cell 1 according to a
first embodiment of this invention.

The unit cell 1 is a thin, flat lithium ion secondary battery
including a power generating element that can be charged and
discharged, an outer covering member 11 housing the power
generating element in its interior, and a plate-shaped positive
electrode tab 12 and a plate-shaped negative electrode tab 13
for drawing power generated by the power generating ele-
ment to the outside.

The power generating element is constituted by an elec-
trode laminated body, in which a positive electrode plate and
a negative electrode plate are laminated alternately via a
separator, and an electrolyte. The structure and principles of
the power generating element are well known, and therefore
detailed description thereof has been omitted.

The outer covering member 11 is constituted by a laminate
film having a rectangular shape when seen from above and
formed by laminating a synthetic resin film onto either sur-
face of metal foil. The power generating element is housed in
the interior of the outer covering member 11 by thermally
welding outer peripheral portions of two laminate films while
the power generating element is housed therein to form
flanges 14. Two fixing holes 15 for inserting fixing pins 212
(see FIG. 3) of a spacer to be described below are formed in
the flanges 14 on each short side of the outer covering member
11.

The positive electrode tab 12 and the negative electrode tab
13 are both provided on one short side of the outer covering
member 11. One end of the positive electrode tab 12 is posi-
tioned on the exterior of the outer covering member 11, and
the other end of the positive electrode tab 12 is connected to
the positive electrode plate forming the power generating
element in the interior of the outer covering member 11. One
end of the negative electrode tab 13 is positioned on the
exterior of the outer covering member 11, and the other end of
the negative electrode tab 13 is connected to the negative
electrode plate forming the power generating element in the
interior of the outer covering member 11.

FIG. 2 is a perspective view of a laminated battery 2
according to the first embodiment of this invention, in which
four of the unit cells 1 are laminated, and a perspective view
showing the short side on which the positive electrode tab 12
and the negative electrode tab 13 are provided. FIG. 3 is an
exploded perspective view of the laminated battery 2.

Referring to FIGS. 2 and 3, the laminated battery 2 will be
described below.
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As shown in FIG. 2, the laminated battery 2 includes the
four unit cells 1, five spacers 21, a positive electrode terminal
(bus bar) 22, a positive electrode terminal support member
23, a negative electrode terminal (bus bar) 24, and a negative
electrode terminal support member 25. The positive electrode
terminal 22 and the negative electrode terminal 24 respective
serve as power input/output terminals.

When there is a particular need in the following description
to differentiate between the four unit cells 1, the four unit cells
1 will be referred to as a unit cell 1A, a unit cell 1B, a unit cell
1C, and a unit cell 1D in order from the unit cell 1 on a lower
side of the figure. Similarly, when there is a particular need to
differentiate between the five spacers 21, the five spacers 21
will be referred to as a spacer 21A, a spacer 21B, a spacer
21C, a spacer 21D, and a spacer 21E in order from the spacer
21 on the lower side of the figure. FIG. 3 shows only the
lowermost spacer 21A and the uppermost spacer 21E of the
five spacers 21.

As shown in FIG. 2, the four unit cells 1 are laminated so as
to be in close contact with each other and so that the positive
electrode tabs 12 and the negative electrode tabs 13 existin an
identical direction.

The five spacers 21 are plate-shaped members each con-
stituted by a synthetic resin material or the like exhibiting a
superior electrical insulating property. Bolt insertion holes
211 for inserting bolts to fix the laminated battery 2 to a
battery case 31 (see FIG. 6) to be described below are formed
in respective ends of the five spacers 21.

Further, the five spacers 21 are respectively laminated so as
to sandwich the short side flanges 14 provided with the posi-
tive electrode tab 12 and the negative electrode tab 13. More
specifically, the short side flange 14, positive electrode tab 12,
and negative electrode tab 13 of the unit cell 1A are sand-
wiched by the spacer 21 A and the spacer 21B. The short side
flange 14, positive electrode tab 12, and negative electrode tab
13 of the unit cell 1B are sandwiched by the spacer 21B and
the spacer 21C. The short side flange 14, positive electrode
tab 12, and negative electrode tab 13 of the unit cell 1C are
sandwiched by the spacer 21C and the spacer 21D. The short
side flange 14, positive electrode tab 12, and negative elec-
trode tab 13 of the unit cell 1D are sandwiched by the spacer
21D and the spacer 21E. It should be noted that the short side
flanges 14 not provided with the positive electrode tab 12 and
the negative electrode tab 13 are sandwiched similarly
between five separate spacers 21.

As shown in FIG. 3, fixing pins 212 are formed on either
end of a laminating surface of the spacer 21A so as to project
from an upper surface thereof, and inserted into the fixing
holes 15 formed in the flange 14 of the unit cell 1A. Fixing
pins having a similar function are also formed on the spacer
21B, the spacer 21C, and the spacer 21D.

Further, L-shaped engaging pawls 217 are formed on either
end of the laminating surface of the spacer 21A so as to
project from the upper surface thereof. The engaging pawls
217 are engaged with L-shaped engaging holes (not shown)
formed in a lower surface of the spacer 21B. By engaging the
engaging pawls 217 of the spacer 21A with the engaging
holes in the spacer 21B, the spacer 21 A and the spacer 21B are
coupled. Similar engaging pawls are formed on the spacer
21B, the spacer 21C, and the spacer 21D, and similar engag-
ing holes are formed on the spacer 21C, the spacer 21D, and
the spacer 21E. By engaging the respective engaging pawls
with the respective engaging holes, adjacent spacers 21 are
coupled.
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An intermediate terminal (bus bar) 26 is disposed on the
laminating surface of the spacer 21A on a right side of the
figure, and a part of the positive electrode terminal 22 is
disposed on a left side.

The intermediate terminal 26 is formed by bending a strip-
form conductor not provided with an insulating film, and
takes a staircase shape including three bend portions 261A to
261C and four flat surfaces 262A to 262D. The negative
electrode tab 13 of the unit cell 1A is overlapped with the flat
surface 262A of a first step and joined thereto by ultrasonic
welding or the like, and in this condition, the flat surface 262 A
is sandwiched between the spacer 21A and the spacer 21B.
The negative electrode tab 13 of the unit cell 1B is overlapped
with the flat surface 262B of a second step and joined thereto
by ultrasonic welding or the like, and in this condition, the flat
surface 262B is sandwiched between the spacer 21B and the
spacer 21C. The positive electrode tab 12 of the unitcell 1C is
overlapped with the flat surface 262C of a third step and
joined thereto by ultrasonic welding or the like, and in this
condition, the flat surface 262C is sandwiched between the
spacer 21C and the spacer 21D. The positive electrode tab 12
of'the unit cell 1D is overlapped with the flat surface 262D of
a fourth step and joined thereto by ultrasonic welding or the
like, and in this condition, the flat surface 262D is sandwiched
between the spacer 21D and the spacer 21E.

The positive electrode terminal 22 is formed by bending a
strip-form conductor not provided with an insulating film.
The positive electrode terminal support member 23 is formed
from a synthetic resin box having an insulating property, and
attached to the positive electrode terminal 22. Referring to
FIGS. 4 and 5, the positive electrode terminal 22 and the
positive electrode terminal support member 23 will now be
described further.

FIG. 4 is an exploded perspective view of the positive
electrode terminal 22 and the positive electrode terminal sup-
port member 23. FIG. 5 is a perspective view showing a
condition in which the positive electrode terminal support
member 23 is attached to the positive electrode terminal 22. In
this embodiment, the positive electrode terminal 22 and the
positive electrode terminal support member 23 are formed
integrally by insert molding, for example.

The positive electrode terminal 22 includes a twisted por-
tion 221, a terminal portion 222, a support member attach-
ment portion 223, a bent portion 224, a first joint portion 225,
and a second joint portion 226.

The twisted portion 221 is formed near a center of the
conductor by pulling up one end side of the conductor while
twisting the one end side, and then pressing down the one end
side of the conductor in a right angle direction.

The terminal portion 222 is formed by further pulling up an
end portion of the one end side of the conductor pressed down
in the right angle direction to substantially form a right angle.
The terminal portion 222 takes a substantially square flat plate
shape, and a bolt through hole 227 is formed in a center
thereof. The bolt through hole 227 is provided so that an
appropriate connecting member for electrically connecting
the positive electrode terminal 22 to an input/output terminal
of another laminated battery 2 or a terminal of an external
device such as a motor, for example, can be fastened using a
bolt.

The support member attachment portion 223 is a flat region
formed between the twisted portion 221 and the terminal
portion 222. The positive electrode terminal support member
23 is attached to the support member attachment portion 223.

Thebent portion 224 is formed by bending the conductor in
the vicinity of a central location between the twisted portion
221 and the other end of the conductor.



US 9,153,807 B2

5

The first joint portion 225 is a flat region extending from
the twisted portion 221 to the bent portion 224. The positive
electrode tab 12 of the unit cell 1A is overlapped with the first
joint portion 225 and joined thereto by ultrasonic welding or
the like, and in this condition, the first joint portion 225 is
sandwiched between the spacer 21A and the spacer 21B.

The second joint portion 226 is a flat region extending from
the bent portion 224 to the other end of the conductor. The
positive electrode tab 12 of the unit cell 1B is overlapped with
the second joint portion 226 and joined thereto by ultrasonic
welding or the like, and in this condition, the second joint
portion 226 is sandwiched between the spacer 21B and the
spacer 21C.

The positive electrode terminal support member 23
includes a front surface wall 231, a back surface wall 232, side
surface walls 233, and a bottom surface wall 234.

A recessed portion 231A having a hexagonal shape that
corresponds to an outer shape of'anut 27 incorporated into the
positive electrode terminal support member 23 is formed in a
center of the front surface wall 231. The nut 27 is a member
for screwing a bolt used when the connecting member is
fastened to the terminal portion 222 of the positive electrode
terminal 22, and is press-fitted into the recessed portion 231A
fixedly and held by the front surface wall 231.

A bolt through hole 231B is formed in the front surface
wall 231 further toward the back surface wall 232 side than
the recessed portion 231A, and a tip end portion of the bolt
screwed to the nut 27 penetrates the bolt through hole 227 in
the positive electrode terminal 22.

A rectangular through hole 231C penetrated by the support
member attachment portion 223 of the positive electrode
terminal 22 is formed below the recessed portion 231A. A
rectangular through hole 232A (see FIG. 8) penetrated by the
support member attachment portion 223 is formed similarly
in the back surface wall 232, and by inserting the support
member attachment portion 223 through the respective
through holes 231C, 232A, the positive electrode terminal
support member 23 is attached to the positive electrode ter-
minal 22.

An outer edge wall 235 extending toward the terminal
portion 222 side of the positive electrode terminal 22 is
formed on an outer edge of the front surface wall 231. The
outer edge wall 235 is formed to cover an outer edge of the
terminal portion 222 when the positive electrode terminal
support member 23 is attached to the positive electrode ter-
minal. The terminal portion 222 is held by the outer edge wall
235.

The back surface wall 232 (i.e., a wall portion) takes a
rectangular shape extending upward in the figure from an
upper end surface 235 A of the outer edge wall 235 and down-
ward in the figure from the bottom surface wall 234 (i.e., a
wall surface). Here, as shown in FIG. 2, alower end portion of
the back surface wall 232 is fitted to a site 213 (i.e., a first
holding portion) that partially projects to the terminal portion
222 side of the positive electrode terminal 22 from a side
surface of the spacer 21A, and an upper end portion of the
back surface wall 232 is fitted to a site 214 (i.e., a second
holding portion) that partially projects to the terminal portion
222 side of the positive electrode terminal 22 from the side
surface of the spacer 21D. Thus, the positive electrode termi-
nal support member 23 is held by the spacer 21A and the
spacer 21D such that the positive electrode terminal 22 is
supported fixedly by the positive electrode terminal support
member 23. It should be noted that a specific manner in which
the positive electrode terminal support member 23 is held by
the spacer 21A and the spacer 21D will be described below
with reference to FIGS. 7 and 8.
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The bottom surface wall 234 is positioned below the sup-
port member attachment portion 223 of the positive electrode
terminal 22, which penetrates the through holes 231C, 232A
formed respectively in the front surface wall 231 and the back
surface wall 232, in order to support the support member
attachment portion 223.

Referring back to FIGS. 2 and 3, the negative electrode
terminal 24 and the negative electrode terminal support mem-
ber 25 will be described.

The negative electrode terminal 24 is formed by bending a
strip-form conductor not provided with an insulating film.
The negative electrode terminal 24 differs from the positive
electrode terminal 22 in shape, but exhibits similar functions
to the positive electrode terminal 22.

The negative electrode tab 13 of the unit cell 1C is over-
lapped with a first joint portion 241 of the negative electrode
terminal 24 and joined thereto by ultrasonic welding or the
like, and in this condition, the first joint portion 241 is sand-
wiched between the spacer 21C and the spacer 21D. The
negative electrode tab 13 of the unit cell 1D is overlapped with
a second joint portion 242 of the negative electrode terminal
24 and joined thereto by ultrasonic welding or the like, and in
this condition, the second joint portion 242 is sandwiched
between the spacer 21D and the spacer 21E.

The negative electrode terminal support member 25 is
formed from a synthetic resin box having an insulating prop-
erty, and attached to the negative electrode terminal 24. The
negative electrode terminal support member 25 differs from
the positive electrode terminal support member 23 in that a
rectangular through hole formed in a front surface wall
thereof is positioned above a recessed portion, but is other-
wise identical thereto in constitution and function. Similarly
to the positive electrode terminal support member 23, the
negative electrode terminal support member 25 is held by a
site 215 (i.e., a first holding portion) that partially projects
from the side surface of the spacer 21A and a site 216 (i.e., a
second holding portion) that partially projects from the side
surf ace of the spacer 21D.

FIG. 6 is a perspective view of a battery module 3 accord-
ing to the first embodiment of this invention, which is formed
by housing the laminated battery 2 in the interior of the
battery case 31.

The battery case 31 includes a box-shaped lower case 311
having an open upper portion, and an upper case 312 for
closing the opening in the lower case 311. The lower case 311
and the upper case 312 are fixed by rolling together respective
outer edge portions thereof.

The lower case 311 includes cutouts 313 (i.e., hole por-
tions) through which the positive electrode terminal 22 and
negative electrode terminal 24 of the laminated battery 2
housed in the interior project from a side surface of the lower
case 311.

Four insertion holes 314 are formed in the upper case 312
to correspond to the bolt insertion holes 211 formed in the
spacers 21 of the laminated battery 2. Further, four insertion
holes (not shown) are likewise formed in the lower case 311
to correspond to the bolt insertion holes 211 formed in the
spacers 21 of the laminated battery 2. The laminated battery 2
is fixed to the battery case 31 by inserting bolts into the
insertion holes 314 in the upper case 312, the bolt insertion
holes 211 in the laminated battery 2, and the insertion holes in
the lower case 311.

The battery module 3 formed in this manner is installed in
an electric automobile as an energy supply source, for
example, and by connecting an arbitrary number of the bat-
tery modules 3 in series or in parallel via the positive electrode
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terminal 22 and the negative electrode terminal 24, a vehicle-
installed battery having a desired voltage and a desired energy
capacity is formed.

When the battery modules 3 are electrically connected to
each other to form a vehicle-installed battery, the respective
terminals 22, 24 of one battery module 3 are connected to the
respective terminals 22, 24 of another battery module 3 by an
appropriate connecting member. At this time, the connecting
member is fastened by being screwed to the respective termi-
nals 22, 24 or the like. Accordingly, rotary torque generated
during the screwing is exerted on the terminals 22, 24 as an
external force. Moreover, external force is exerted on the
terminals 22, 24 by vibration generated during vehicle travel.

Hence, when the positive electrode terminal 22 and the
negative electrode terminal 24 are not supported fixedly by
the positive electrode terminal support member 23 and the
negative electrode terminal support member 25, in contrast to
this embodiment, the following problems occur.

FIG. 14 is a latitudinal sectional view of the main parts of
a laminated battery, illustrating stress concentration occur-
ring when a terminal is not supported fixedly by a terminal
support member, and serves as a view of a comparative
example to which this embodiment is not applied.

As shown in FIG. 14, when a terminal 401 is not supported
fixedly by a terminal support member and external forces
caused by vibration and rotary torque generated during
screwing are exerted on one end side of the terminal 401
projecting from spacers 402, stress concentrates in a joint
portion of the terminal 401 sandwiched between the spacers
402 so as to overlap an electrode tab 404 of a unit cell 403. As
a result, physical contact between the electrode tab 404 and
the terminal 401 is insufficient, leading to a reduction in an
output of the battery module.

In this embodiment, on the other hand, the terminal is
supported fixedly by the terminal support member, and there-
fore stress concentration in a connection portion between the
electrode tab and the terminal is suppressed.

Referring to FIGS. 7 and 8, the manner in which the posi-
tive electrode terminal support member 23 is held by the
spacers 21 so as to support the positive electrode terminal 22
fixedly will be described below.

FIG.7is an exploded perspective view showing an enlarge-
ment of the vicinity of the positive electrode terminal support
member 23 of the laminated battery 2. FIG. 8 is a VIII-VIII
sectional view of FIG. 7.

As shown in FIG. 7, the site 213 (i.e., a first holding
portion) projecting partially to the terminal portion 222 side
of' the positive electrode terminal 22 from the side surface of
the spacer 21A is formed on the spacer 21A. As shown in FI1G.
8, the projecting site 213 is formed with a fitting groove 213A
into which the lower end portion of the back surface wall 232
of'the positive electrode terminal support member 23 is fitted.

Further, as shown in FIG. 7, the site 214 (i.e., a second
holding portion) projecting partially to the terminal portion
222 side of the positive electrode terminal 22 from the side
surface of the spacer 21 D is formed on the spacer 21 D, and
as shown in FIG. 8, the projecting site 214 is formed with a
fitting groove 214A into which the upper end portion of the
back surface wall 232 of the positive electrode terminal sup-
port member 23 is fitted.

By fitting the lower end portion of the back surface wall
232 of the positive electrode terminal support member 23 into
the fitting groove 213A formed in the spacer 21A and fitting
the upper end portion into the fitting groove 214A formed in
the spacer 21D, the positive electrode terminal support mem-
ber 23 is held by the spacer 21A and the spacer 21D. By
having the spacer 21A and the spacer 21D hold the positive
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electrode terminal support member 23 attached to the positive
electrode terminal 22 in this manner, the positive electrode
terminal 22 is supported fixedly by the positive electrode
terminal support member 23.

Hence, when external forces caused by vibration and rotary
torque generated during screwing are exerted on the positive
electrode terminal 22, stress concentration in the first joint
portion 225 and second joint portion 226 can be suppressed.
In other words, rotation of the positive electrode terminal 22
when a bolt is fastened to the terminal portion 222 of the
positive electrode terminal 22 and vibration of the positive
electrode terminal 22 during travel can be suppressed. As a
result, joint defects between the first joint portion 225 and
second joint portion 226 of the positive electrode terminal 22
and the positive electrode tabs 12 of the unit cell 1A and unit
cell 1B can be suppressed.

Further, an outer periphery of the terminal portion 222 of
the positive electrode terminal 22 is covered by the outer edge
wall 235 such that the terminal portion 222 of the positive
electrode terminal 22 is held by the outer edge wall 235. As a
result, rotation of the positive electrode terminal 22 when a
bolt is fastened to the terminal portion 222 of the positive
electrode terminal 22 and vibration of the positive electrode
terminal 22 during travel can be further suppressed.

It should be noted that the negative electrode terminal 24 is
supported fixedly by the negative electrode terminal support
member 25 in a similar manner to the positive electrode
terminal 22, and therefore a joint defect with the negative
electrode tab 13 can likewise be suppressed in the negative
electrode terminal 24.

Here, the positive electrode terminal support member 23
and the negative electrode terminal support member 25 may
be held by the battery case 31. However, this embodiment is
superior for the following reason.

The unit cell 1 formed from a flexible laminate film or the
like is likely to undergo volumetric change in a lamination
direction during charging/discharging. Therefore, when the
positive electrode terminal support member 23 is held by the
battery case 31, relative positions between the positive elec-
trode terminal support member 23 and the respective joint
portions joined to the positive electrode tabs 12 of the unit
cells 1, for example, vary due to the volumetric change in the
unit cells 1. As a result, contact defects occur easily between
the positive electrode tabs 12 and the respective joint por-
tions.

In this embodiment, however, the positive electrode termi-
nal support member 23 and the negative electrode terminal
support member 25 are held by the spacers 21, and therefore,
even when volumetric change occurs in the unit cells 1, result-
ing variation in the relative positions between the positive
electrode terminal support member 23 and the respective joint
portions is extremely small. As a result, contact defects are
unlikely to occur between the positive electrode tabs 12 and
the respective joint portions.

FIG. 9 is a view illustrating a method of attaching the
positive electrode terminal support member 23.

To attach the positive electrode terminal support member
23, first, the lower end portion of the back surface wall 232 of
the positive electrode terminal support member 23 attached to
the positive electrode terminal 22 is fitted into the fitting
groove 213A formed in the site 213 that projects partially
from the spacer 21A.

Next, the spacer 21B is laminated onto the spacer 21A and
the spacer 21C is laminated onto the spacer 21B.

Next, the spacer 21D is laminated onto the spacer 21C
while fitting the upper end portion of the back surface wall
232 of'the positive electrode terminal support member 23 into
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the fitting groove 214 A formed in the site 214 that projects
partially from the spacer 21D.

In this embodiment, the fitting grooves 213A, 213A are
formed in the sites 213, 214 projecting partially from the
spacer 21A and the spacer 21D, and therefore the positive
electrode terminal support member 23 can be attached easily
during a series of operations for laminating the spacers 21.

Hence, a complicated process for attaching a component in
a direction other than the lamination direction is not required,
and therefore a manufacturing process can be automated eas-
ily. Moreover, the positive electrode terminal support mem-
ber 23 can be attached by a substantially identical operationto
a conventional spacer lamination operation. As a result, an
increase in a number of manufacturing steps can be sup-
pressed.

Next, referring to FIGS. 10 and 11, a second embodiment
of this invention will be described.

FIG. 10 is a perspective view showing an enlargement of
the positive electrode terminal 22 part of the laminated bat-
tery 2 according to the second embodiment of this invention.
FIG. 11 is an XI-XI sectional view of FIG. 10.

As shown in FIGS. 10 and 11, in the second embodiment of
this invention, only the spacer 21D is formed with the fitting
groove 214A into which the upper end portion of the back
surface wall 232 of the positive electrode terminal support
member 23 is fitted. Likewise in this case, the first joint
portion 225 of the positive electrode terminal 22 is sand-
wiched between the spacer 21A and the spacer 21B, and as a
result, the positive electrode terminal support member 23 is
held by the spacer 21A, the spacer 21B, and the spacer 21D.
Hence, the positive electrode terminal 22 can be supported
fixedly, and therefore similar effects to those of the first
embodiment can be obtained.

It should be noted that this invention is not limited to the
embodiments described above, and may of course be sub-
jected to various modifications within the scope of the tech-
nical spirit thereof.

For example, examples in which the positive electrode
terminal 22 and negative electrode terminal 24 serve as output
terminals were described in the above embodiments, but this
invention is not limited thereto, and the positive electrode
terminal 22 and negative electrode terminal 24 may be volt-
age detecting terminals for measuring a voltage of the battery
module 3.

Further, in the above embodiments, the lower end portion
and the upper end portion of the back surface wall 232 (i.e., a
wall portion) of the positive electrode terminal support mem-
ber 23 are fitted into the fitting grooves provided in the spacer
21A and the spacer 21D, but an opposite structure may be
employed. As shown in FIG. 12, for example, fitting grooves
232B, 232C may be provided in a lower end and an upper end
of'the back surface wall 232 of the positive electrode terminal
support member 23, and projections 213B, 214B (i.e., pro-
jection portions) formed on the spacer 21A and the spacer
21D may be fitted into the fitting grooves 232B, 232C. Fur-
thermore, the structure for fitting together the spacers 21 and
the positive electrode terminal support member 23 is not
limited to the projections and grooves described above.

Moreover, in the above embodiments, the positive elec-
trode terminal 22 and the positive electrode terminal support
member 23 are formed integrally, but as shown in FIG. 13, for
example, the bottom surface wall 234 may be provided sepa-
rately and attached subsequently by a snap fit pawl 233A or
the like provided on a lower end of each side surface wall 233.

With respect to the above description, the content of
Tokugan 2009-118228, with a filing date of May 15, 2009 in
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Japan, and the content of Tokugan 2010-111330, with a filing
date of May 13, 2010 in Japan, are incorporated herein by
reference.

INDUSTRIAL APPLICABILITY

As described above, this invention exhibits particularly
favorable effects when applied to a vehicle-installed battery
formed by connecting a plurality of the battery modules 3.

Exclusive properties or features encompassed by the
embodiments of this invention are as claimed below.

The invention claimed is:

1. A laminated battery formed by laminating a plurality of
flat cells each having an electrode tab, comprising:

at least one insulating member disposed to prevent the

electrode tab from a short-circuit; and

a terminal connected to the electrode tab,

wherein a tip end side of the terminal is inserted in a

support member provided on the at least one insulating
member such that the terminal is supported by the sup-
port member.

2. The laminated battery as defined in claim 1, wherein

the at least one insulating member comprises a holding

portion that projects from the at least one insulating
member, and

the holding portion holds the support member in a lamina-

tion direction of the flat cells.

3. The laminated battery as defined in claim 2, wherein

the at least one insulating member comprises a plurality of

insulating members,

the holding portion comprises a first holding portion that

projects from one of the insulating members and a sec-
ond holding portion that projects from another of the
insulating members which is different from the one of
the insulating members, and

the first holding portion and the second holding portion

hold the support member from either side in the lamina-
tion direction of the flat cells.

4. The laminated battery as defined in claim 1, wherein

the at least one insulating member comprises a plurality of

insulating members, and

a joint portion of the terminal is held by the insulating

members.

5. The laminated battery as defined in claim 1, wherein the
at least one insulating member comprises a holding portion
projecting from the at least one insulating member, and

the support member comprises a wall surface that supports

the tip end side of the terminal and a wall portion held by
the holding portion.

6. The laminated battery as defined in claim 5, wherein

the at least one insulating member comprises a plurality of

insulating members,

the holding portion comprises a first holding portion that

projects from one of the insulating members and a sec-
ond holding portion that projects from another of the
insulating members which is different from the one of
the insulating members, and

the wall portion is held by the first holding portion and the

second holding portion.

7. The laminated battery as defined in claim 5, wherein

the at least one insulating member comprises a plurality of

insulating members,

the terminal comprises a joint portion joined to the elec-

trode tab, and

the joint portion is held by the insulating members.

8. The laminated battery as defined in claim 5, wherein the
support member comprises a recessed portion and a through
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hole configured to receive a connecting member configured to
fix the terminal to the support member.

9. The laminated battery as defined in claim 1, wherein

the terminal comprises on the tip end side thereof a support

member attachment portion to which the support mem-
ber is attached,

the support member comprises a wall portion that extends

in a lamination direction of the flat cells when the sup-
port member is attached to the support member attach-
ment portion, and

the at least one insulating member comprises a holding

portion that projects in an orthogonal direction to the
lamination direction of the flat cells and holds the wall
portion.

10. The laminated battery as defined in claim 9, wherein the
holding portion comprises a fitting groove into which the wall
portion is fitted.

11. The laminated battery as defined in claim 9, wherein

the holding portion further comprises a projecting portion

that projects in a parallel direction to the lamination
direction of the flat cells, and

the wall portion comprises a fitting groove into which the

projecting portion is fitted.

12. The laminated battery as defined in claim 9, wherein the
wall portion extends upward in the lamination direction of the
flat cells.

13. The laminated battery as defined in claim 9, wherein the
wall portion extends upward and downward in the lamination
direction of the flat cells.

14. The laminated battery as defined in claim 9, wherein

the at least one insulating member comprises a plurality of

insulating members,

a joint portion of the terminal is sandwiched between the

insulating members, and

the terminal projects from the insulating members on the

tip end side thereof.

15. A laminated battery formed by laminating a plurality of
flat cells each having an electrode tab, comprising:
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an insulating member disposed to prevent a short-circuit in

the electrode tab; and
a terminal connected to the electrode tab,
wherein a tip end side of the terminal is supported by a
support member provided on the insulating member, and

wherein one of the insulating member and the support
member includes a fitting groove configured to receive
and hold a portion of an other of the insulating member
and the support member.

16. A manufacturing method for a laminated battery
formed by alternately laminating flat cells, each of the flat
cells having an electrode tab and insulating members for
preventing a short-circuit in the electrode tab, the method
comprising:

joining the electrode tab to a joint portion of a power

input/output terminal, and
sandwiching the joint portion of the power input/output
terminal between the insulating members so that a tip
end side of the power input/output terminal projects
from a side surface of the insulating members,

wherein an insulating member selected from the insulating
members includes a fitting groove configured to receive
and hold a portion of a support member attached to the
tip end side of the power input/output terminal, or

a support member attached to the tip end side of the power

input/output terminal includes a fitting groove config-
ured to receive and hold a portion of an insulating mem-
ber selected from the insulating members.

17. A battery module comprising:

the laminated battery as defined in claim 1, and

a battery case,

wherein the laminated battery is housed in the battery case.

18. The battery module as defined in claim 17, wherein the
battery case comprises a hole portion through which the ter-
minal is led to an exterior of the battery case.

#* #* #* #* #*



